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Dimensioni cm 100x150x3h

INFORMAZIONI GENERALI

PRIMA

DOPO

Pavimentazione a lastre antitrauma da 
posare direttamente sul manto erboso. 
Prodotto che rispetta l´ambiente, 
aiuta per assorbere gli efetti dei colpi. 
Ideale per zone verdi, aree di giochi, 
sport. Prestazione: assorbe il rumore 
protezione del suolo rapida e facile 
installazione ideale per aree verdi 
consente all’erba di crescere per tutti 
tipi di clima. I fori di 25mm consentono 
il drenaggio dell´acqua. Dimensione per 
pezza/tappeto: 1000x1500x23mm 
Certificato secondo BS EN 1177:2008 
- Critical Fall Height su cemento fino a 
70mm, su prato 3300mm



TEST CERTIFICATE
No: 15156/6831-6836

This is to certify that the impact absorbing surface

RubbaGrass

Has been tested in accordance with BS EN: 1177:2008.

The sample demonstrated the following results:

Critical Fall Height (HIC)
to BS EN: 1177:2008

SUB BASE - Grass, Soil and Turf
RubbaGrass + GrassShield In excess of 3.0m
RubbaGrass + A.P.E Foam Layer + GrassShield In excess of 3.0m

SUB BASE - On Concrete
Single Layer RubbaGrass 0.8m
Double Layer RubbaGrass 1.5m
Triple Layer RubbaGrass 2.1m
Single Layer RubbaGrass + A.P.E Foam Layer 1.3 m

Richard Nixon
Technical Director

Date: 10th January 2014

Note: The performance of in-situ laid materials is dependent on many factors; the tests performed on these samples
reflect accurately their laboratory properties only. The CFH results obtained for this product will be affected by the
temperature and moisture content of the soil beneath. Reference should always be made to the laboratory report
relating to this certificate to ensure relevance to the intended situation. See report 15156/6831-6836.


